ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL CQ?ELNSEEL TESTED RESISTANCE
CONSTRUCTION DETAIL C-1 « 24 GA. STAINLESS STEEL U L'1
« 24 GA. GALVALUME ® OUTWARD UPWARD
NRCA UL ES-1 CERTIFICATION 190 LBS./SQ. FT.  310LBS./sq. FT. | 2/15/21 REV.
i 10/30/15
8" 22 GA. STEEL,
MAX STAINLESS STEEL
- * OR GALVALUME®
3.
4
3
5" MAX
24 GA. STEEL, STAINLESS
STEEL OR GALVALUME @ .
135" {

2
g

3.
>\ FABRICATION

COPING

CONTINUOUS CLEAT qn
/ 1 1/4" LONG GALVANIZED STEEL
) / ROOFING NAIL AT 6" O.C. 1 1/2" LONG GALVANIZED

STEEL HEX HEAD SCREW
WITH WASHER AT 18" O.C.

¥ CONTINUOUSLY HAND CRIMP

HEM OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL CSELNSEEL TESTED RESISTANCE
CONSTRUCTION DETAIL C-2 « 24 GA. STAINLESS STEEL U L'1 A

« 24 GA. GALVALUME ® OUTWARD UPWARD
NRCA UL ES-1 CERTIFICATION 190 LBS./SQ. FT.  310LBS./sq. FT. | 2/15/21 REV.

i 10/30/15
8" 11..
MAX * 2=
B T —— 3. D e
4

5" MAX 5" MAX

24 GA. STEEL, STAINLESS
STEEL OR GALVALUME ®

& \(/ 22 GA. STEEL,
%u STAINLESS STEEL
OR GALVALUME®

FABRICATION

£

Al

COPING
/ CONTINUOUS CLEAT in

1 1/4" LONG GALVANIZED STEEL

ROOFING NAIL AT 6" O.C. 1 1/2" LONG GALVANIZED

STEEL HEX HEAD SCREW
WITH WASHER AT 18" O.C.

T~

CONTINUOUSLY HAND CRIMP
HEM OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | COPING TESTED RESISTANCE
CONSTRUCTION DETAIL C-1 * 0.040" ALUMINUM UL-2

OUTWARD UPWARD
NRCA UL ES-1 CERTIFICATION 150 LBS./SQ. FT. 250 LBS/sQ. FT. | 2/15/21 REV.

] 2/6/17
g
MAX *
N 3 0.040" THICK
3 ALUMINUM

0.040" THICK ALUMINUM

T VN
135 {

FABRICATION §\

NI—=

%

Al

COPING

CONTINUOUS CLEAT in
1 1/4" LONG GALVANIZED STEEL
) / ROOFING NAIL AT 6" O.C.

" MAX. X

1 1/2" LONG GALVANIZED
STEEL HEX HEAD SCREW
WITH WASHER AT 18" O.C.

—
N

T~

CONTINUOUSLY HAND CRIMP
HEM OVER CLEAT

INSTALLATION




THE NRCA ROOFING MANUAL | COPING

CONSTRUCTION DETAIL C-2

¢ 0.040" ALUMINUM

NRCA UL ES-1 CERTIFICATION

ANSI/SPRI ES-1
TESTED RESISTANCE

UL-2A
OUTWARD UPWARD

150 LBS./SQ. FT. 250 LBS/SQ. FT. | 2/15/21 REV.

2/6/17
8" 1A
MAX * 2 —=|
T 3 7] ——
4

135

" MAX.

—
N

0.040" THICK ALUMINUM

FABRICATION

 _

/ CONTINUOUS CLEAT

1 1/4" LONG GALVANIZED STEEL
ROOFING NAIL AT 6" O.C.

T~

CONTINUOUSLY HAND CRIMP
HEM OVER CLEAT

INSTALLATION

5" MAX

N
<,

0.040" THICK ALUMINUM \</

Al

S

COPING

1 1/2" LONG GALVANIZED
STEEL HEX HEAD SCREW
WITH WASHER AT 18" O.C.




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | COPING TESTED RESISTANCE
CONSTRUCTION DETAIL C-1 * 20 OZ. COPPER

UL-3
OUTWARD UPWARD

135LBS./SQ. FT.  220LBS./sQ. FT. | 2/15/21 REV.
NRCA UL ES-1 CERTIFICATION
3/1/11
g
MAX *
%.. 24 GA.
- STAINLESS
STEEL
3
5" MAX
20 OZ. COPPER (0.027" THICK)
3
135" {

<

Al

FABRICATION >\

COPING

CONTINUOUS CLEAT qn
1 1/4" LONG STAINLESS STEEL
) / ROOFING NAIL AT 6" O.C.

MAX. X

1 1/2" LONG STAINLESS
STEEL HEX HEAD SCREW
WITH WASHER AT 18" O.C.

—
N

T~

CONTINUOUSLY HAND CRIMP
HEM OVER CLEAT

INSTALLATION




THE NRCA ROOFING MANUAL | COPING

CONSTRUCTION DETAIL C-2

® 20 OZ. COPPER

NRCA UL ES-1 CERTIFICATION

ANSI/SPRI ES-1
TESTED RESISTANCE

UL-3A
OUTWARD UPWARD

135LBS./SQ. FT.  220LBS./sQ. FT. | 2/15/21 REV.
8/1/12

MAX

135

" MAX.

—
N

R to

20 OZ. COPPER (0.027" THICK)

24 GA. STAINLESS STEEL

FABRICATION

 _

/ CONTINUOUS CLEAT

1 1/4" LONG STAINLESS STEEL
ROOFING NAIL AT 6" O.C.

T~

CONTINUOUSLY HAND CRIMP
HEM OVER CLEAT

INSTALLATION

5" MAX

COPING

1 1/2" LONG STAINLESS
STEEL HEX HEAD SCREW
WITH WASHER AT 18" O.C.




THE NRCA ROOFING MANUAL | COPING

ANSI/SPRI ES-1

TESTED RESISTANCE

24 GA. STEEL
CONSTRUCTION DETAIL C-1 e 24 GA. STAINLESS STEEL U L'4
« 24 GA. GALVALUME® OUTWARD UPWARD
NRCA UL ES-1 CERTIFICATION 265LBS./SQ. FT. 440 LBS./sQ.FT. | 2/15/21 REV.
10/30/15
12" MAX
3u
Z
24 GA. STEEL, STAINLESS
| STEEL OR GALVALUME ® 3"
5" MAX
3
STAINLESS STEEL

135/ /

O
SN

/ 22 GA. STEEL,
OR GALVALUME®

FABRICATION

/ COPING

()\

NI=~

§u
17" MAX.

1 1/4" LONG GALVANIZED STEEL
ROOFING NAIL AT 6" O.C.

1 1/2" LONG GALVANIZED STEEL
HEX HEAD SCREW WITH WASHER
AT 18" O.C.

CONTINUOUSLY HAND CRIMP HEM
OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL CSELNSEEL TESTED RESISTANCE
CONSTRUCTION DETAIL C-2 « 24 GA. STAINLESS STEEL U L'4A
« 24 GA. GALVALUME ® OUTWARD UPWARD
NRCA UL ES-1 CERTIFICATION 265LBS./SQ. FT. 440 LBS./sQ. FT. | 2/15/21 REV.
i 10/30/15
12" MAX
%..
|~——— 1||
([ —
24 GA. STEEL, STAINLESS
STEEL OR GALVALUME ® 2
5" MAX
22 GA. STEEL,
5" MAX STAINLESS STEEL —
e OR GALVALUME® \/X
135 & .
_ %\/ 2

Al

§\ FABRICATION

/ CONTINUOUS CLEAT
| 11/4" LONG GALVANIZED STEEL
| / ROOFING NAIL AT 6" O.C.

i
1 1/2" LONG GALVANIZED STEEL
13" MAX HEX HEAD SCREW WITH WASHER \
4 ' AT 18" O.C.
\ CONTINUOUSLY HAND CRIMP HEM
OVER CLEAT

INSTALLATION




THE NRCA ROOFING MANUAL

CONSTRUCTION DETAIL C-3

ANSI/SPRI ES-1

COPING TESTED RESISTANCE

® 24 GA. STEEL
® 24 GA. STAINLESS STEEL
e 24 GA. GALVALUME®

NRCA UL ES-1 CERTIFICATION

OUTWARD UPWARD

UL-4B

214 LBS/SQ. FT. 350 LBS./sQ. FT. | 2/15/21 REV.

10/30/15

12" MAX

BIG -

3u

5" MAX

5" MAX

135

B

St

24 GA. STEEL, STAINLESS
STEEL OR GALVALUME ®

22 GA. STEEL,
STAINLESS STEEL
OR GALVALUME®

FABRICATION

COPING

N
g

1
2

3
17" MAX.

1 1/4" LONG GALVANIZED STEEL
ROOFING NAIL AT 12" O.C.

CONTINUOUS CLEAT

1 1/4" LONG GALVANIZED STEEL
ROOFING NAIL AT 6" O.C.

1 1/2" LONG GALVANIZED STEEL
HEX HEAD SCREW WITH WASHER
AT 18" O.C.

CONTINUOUSLY HAND CRIMP HEM
OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | COPING TESTED RESISTANCE UL-5
CONSTRUCTION DETAIL C-1 22 GA. STEEL

e 22 GA. STAINLESS STEEL

OUTWARD UPWARD
22 GA. GALVALUME ®
NRCA UL ES1 CERTIFICATION 175LBS./SQ. FT. 290 LBS/sQ. FT. | 2/15/21 REV.
i 10/30/15
12" MAX
3u
4
22 GA. STEEL, STAINLESS
— STEEL OR GALVALUME ®
3
5" MAX

3'/ 20 GA. STEEL, STAINLESS
STEEL OR GALVALUME® VV_
135" /

O
SN

()\

FABRICATION

/ COPING

qn
1 1/4" LONG GALVANIZED STEEL I —L
/ ROOFING NAIL AT 6" O.C.

1 1/2" LONG GALVANIZED STEEL
HEX HEAD SCREW WITH WASHER
! AT 18" O.C.

\ CONTINUOUSLY HAND CRIMP HEM

OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL | COPING TESTED RESISTANCE UL-5A
CONSTRUCTION DETAIL C-2 * 22 GA. STEEL

® 22 GA. STAINLESS STEEL

OUTWARD UPWARD
22 GA. GALVALUME ®
NRCA UL ES1 CERTIFICATION 175LBS./SQ. FT. 290 LBS/sQ. FT. | 2/15/21 REV.
i 10/30/15
12" MAX
%..
—— l"
12 pa—
22 GA. STEEL, STAINLESS
STEEL OR GALVALUME ®
3
5" MAX

20 GA. STEEL, STAINLESS

yas oTMAX STEEL OR GALVALUME® \/X

135 & .
Vs 2
¢
4
%..
FABRICATION
COPING 14
/ CONTINUOUS CLEAT
| 1 1/4" LONG GALVANIZED STEEL
| / ROOFING NAIL AT 6" O.C.
| :
1 1/2" LONG GALVANIZED STEEL
13" MAX HEX HEAD SCREW WITH WASHER \
4 : AT 18" O.C.
\ CONTINUOUSLY HAND CRIMP HEM
OVER CLEAT

INSTALLATION




CONSTRUCTION DETAIL C-1

¢ 0.040" ALUMINUM

ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | COPING TESTED RESISTANCE

NRCA UL ES-1 CERTIFICATION

95 LBS./SQ. FT. 160 LBS

OUTWARD UPWARD

UL-6

Jsa.FT. | 2/15/21 REV.

2/6/17
12" MAX

3u
)

0.040" THICK ALUMINUM
3n

5" MAX
3"/ 0.040" THICK ALUMINUM

135

L
_W X/ \%7_

FABRICATION

/ COPING

()\

NI=~

§u
17" MAX.

1 1/4" LONG GALVANIZED STEEL
/ ROOFING NAIL AT 6" O.C.

CONTINUOUS CLEAT

1 1/2" LONG GALVANIZED STEEL
HEX HEAD SCREW WITH WASHER
AT 18" O.C.

CONTINUOUSLY HAND CRIMP HEM
OVER CLEAT

INSTALLATION

—_—




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | COPING TESTED RESISTANCE
CONSTRUCTION DETAIL C-2 * 0.040" ALUMINUM UL-6A
OUTWARD UPWARD
NRCA UL ES1 CERTIFICATION 95LBS/SQ. FT.  160LBS/sQ.FT. | 2/15/21 REV.
] 2/6/17
12" MAX
3
—— l"
15—
0.040" THICK ALUMINUM
gn
5" MAX
0.040" THICK ALUMINUM
- 5" MAX \/X
135 & .
- 2
L\
3.
>\4

N4

§\ FABRICATION

/ CONTINUOUS CLEAT
| 11/4" LONG GALVANIZED STEEL
| / ROOFING NAIL AT 6" O.C.

E N[V

i
1 1/2" LONG GALVANIZED STEEL
13" MAX HEX HEAD SCREW WITH WASHER \
4 ' AT 18" O.C.
\ CONTINUOUSLY HAND CRIMP HEM
OVER CLEAT

INSTALLATION




NRCA UL ES-1 CERTIFICATION

THE NRCA ROOFING MANUAL | COPING
CONSTRUCTION DETAIL C-3 0.040" ALUMINUM

TESTED RESISTANCE

ANSI/SPRI ES-1

OUTWARD UPWARD
202 LBS./SQ. FT. 330 LBS./sQ.FT. | 2/15/21 REV.

UL-6B

2/6/17
12" MAX
3u
)
3u | qdn
i i
3u
4 0.040" THICK ALUMINUM
} 3n
5" MAX
5" MAX 0.040" THICK ALUMINUM =

135

Y

/

FABRICATION

COPING

N
Ly

1
2

\

‘\
—

i S

1 1/4" LONG GALVANIZED STEEL
ROOFING NAIL AT 12" O.C.

CONTINUOUS CLEAT

1 1/4" LONG GALVANIZED STEEL
ROOFING NAIL AT 6" O.C.

1 1/2" LONG GALVANIZED STEEL
HEX HEAD SCREW WITH WASHER
AT 18" O.C.

CONTINUOUSLY HAND CRIMP HEM
OVER CLEAT

INSTALLATION




THE NRCA ROOFING MANUAL
CONSTRUCTION DETAIL C-1

NRCA UL ES-1 CERTIFICATION

¢ 0.050" ALUMINUM

ANSI/SPRI ES-1
COPING TESTED RESISTANCE

180 LBS./SQ. FT. 300 LBS

OUTWARD UPWARD

UL-7

Jsa. FT. | 2/15/21 REV.

2/6/17
12" MAX

3u
)

0.050" THICK ALUMINUM
3n

5" MAX
3"/ 0.050" THICK ALUMINUM

135

L
_W X/ \%7_

FABRICATION

/ COPING

()\

NI=~

§u
17" MAX.

1 1/4" LONG GALVANIZED STEEL
/ ROOFING NAIL AT 6" O.C.

CONTINUOUS CLEAT

1 1/2" LONG GALVANIZED STEEL
HEX HEAD SCREW WITH WASHER
AT 18" O.C.

CONTINUOUSLY HAND CRIMP HEM
OVER CLEAT

INSTALLATION

—_—




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | COPING TESTED RESISTANCE
CONSTRUCTION DETAIL C-2 * 0.050" ALUMINUM UL-7A
OUTWARD UPWARD
NRCA UL ES-1 CERTIFICATION 180 LBS./SQ. FT. 300 LBS/SQ. FT. | 2/15/21 REV.
i 2/6/17
12" MAX
%..
—— l"
15—
0.050" THICK ALUMINUM
gn
5" MAX
0.050" THICK ALUMINUM
e 5" MAX \/X B
135 & .
= 2
L\
3.
>\4

N4

> FABRICATION

/ CONTINUOUS CLEAT
| 11/4" LONG GALVANIZED STEEL
| / ROOFING NAIL AT 6" O.C.

E N[V

i
1 1/2" LONG GALVANIZED STEEL
13" MAX HEX HEAD SCREW WITH WASHER \
4 ' AT 18" O.C.
\ CONTINUOUSLY HAND CRIMP HEM
OVER CLEAT

INSTALLATION




THE NRCA ROOFING MANUAL

CONSTRUCTION DETAIL C-1

NRCA UL ES-1 CERTIFICATION

COPING

¢ 16 OZ. COPPER

ANSI/SPRI ES-1
TESTED RESISTANCE

OUTWARD UPWARD
75LBS./SQ. FT. 125 LBS./SQ. FT.

UL-8
2/15/21 REV.
31/11

12" MAX
3u
)
16 OZ. (0.022" THICK) COPPER
3n
5" MAX
3"/ 24 GA. STAINLESS STEEL
135 /<L 1
2

L
_W X/ \%7_

FABRICATION

COPING

§u
17" MAX.

1 1/4" LONG STAINLESS STEEL
ROOFING NAIL AT 6" O.C.

1 1/2" LONG STAINLESS STEEL
HEX HEAD SCREW WITH WASHER
AT 18" O.C.

CONTINUOUSLY HAND CRIMP HEM

OVER CLEAT

INSTALLATION

—_—

CONTINUOUS CLEAT




ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL | COPING TESTED RESISTANCE
CONSTRUCTION DETAIL G-2 *16 0Z. COPPER UL-8A
OUTWARD UPWARD
NRCA UL ESA CERTIFICATION 75LBS./SQ.FT.  125LBS/sQ. FT. | 2/15/21 REV.
i 8/1/12
12" MAX
%..
—— l"
15—
16 OZ. (0.022" THICK) COPPER
gn
5" MAX
24 GA. STAINLESS STEEL
- 5" MAX \/X -
135° & .
- 2
L\
3u
>\4
%..
FABRICATION
L

/ CONTINUOUS CLEAT
| 11/4" LONG STAINLESS STEEL
| / ROOFING NAIL AT 6" O.C.

i
1 1/2" LONG STAINLESS STEEL HEX HEAD
1%-. MAX. SCREW WITH WASHER AT 18" O.C. \
\ CONTINUOUSLY HAND CRIMP HEM
OVER CLEAT

INSTALLATION




THE NRCA ROOFING MANUAL
CONSTRUCTION DETAIL C-1

NRCA UL ES-1 CERTIFICATION

COPING

® 20 OZ. COPPER

ANSI/SPRI ES-1
TESTED RESISTANCE

OUTWARD UPWARD
150 LBS./SQ. FT. 250 LBS./SQ. FT.

UL-9

2/15/21 REV.

3/1/11
12" MAX
3u
)
20 OZ. (0.027" THICK) COPPER
3n
5" MAX
3"/ 24 GA. STAINLESS STEEL

135

L
_W X/ \%7_

FABRICATION

COPING

i
M\

NI=~

§u
17" MAX.

1 1/4" LONG STAINLESS STEEL
ROOFING NAIL AT 6" O.C.

1 1/2" LONG STAINLESS STEEL
HEX HEAD SCREW WITH WASHER
AT 18" O.C.

CONTINUOUSLY HAND CRIMP HEM

OVER CLEAT

INSTALLATION

—_—

CONTINUOUS CLEAT




ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL | COPING TESTED RESISTANCE
CONSTRUCTION DETAIL G-2 * 20 0Z. COPPER UL-9A
OUTWARD UPWARD
NRCA UL ESA CERTIFICATION 150 LBS./SQ. FT. 250 LBS/SQ. FT. | 2/15/21 REV.
i 8/1/12
12" MAX
%..
—— l"
15—
20 OZ. (0.027" THICK) COPPER
gn
5" MAX
24 GA. STAINLESS STEEL
- 5" MAX \/X -
135° & .
- 2
L\
3u
>\4
%..
FABRICATION
L

/ CONTINUOUS CLEAT
| 11/4" LONG STAINLESS STEEL
| / ROOFING NAIL AT 6" O.C.

i
1 1/2" LONG STAINLESS STEEL HEX HEAD
1%-. MAX. SCREW WITH WASHER AT 18" O.C. \
\ CONTINUOUSLY HAND CRIMP HEM
OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL CSELNSEEL TESTED RESISTANCE
CONSTRUCTION DETAIL C-1 « 24 GA. STAINLESS STEEL U L'1 0
« 24 GA. GALVALUME ® OUTWARD UPWARD
NRCA UL ES-1 CERTIFICATION 145LBS./SQ. FT. 240 LBS./sq. FT. | 2/15/21 REV.
i 10/30/15
18"
MAX *
§u
4

5" MAX

\ 24 GA. STEEL, STAINLESS

STEEL OR GALVALUME®

——— 22 GA. STEEL,
STAINLESS STEEL
OR GALVALUME®

FABRICATION

" MAX.

—
N

CONTINUOUS CLEAT

\\

1 1/4" LONG GALVANIZED STEEL
ROOFING NAIL AT 6" O.C. \\:

CONTINUOUSLY HAND CRIMP
HEM OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL czez/!\NS?EEL TESTED RESISTANCE
CONSTRUCTION DETAIL C-2 « 24 GA. STAINLESS STEEL OUTWARD UPWARD U L'1 OA
e 24 GA. GALVALUME®
NRCA UL ES-1 CERTIFICATION 145LBS./SQ. FT. 240 LBS./sq. FT. | 2/15/21 REV.
i 10/30/15
18"
MAX *
1 %ll
<§1§|l
1
-
24 GA. STEEL,
STAINLESS STEEL 3"
5" MAX OR GALVALUME ®
gn
5" MAX 22 GA. STEEL, ——
el d STAINLESS STEEL N \>/
135° OR GALVALUME® 7
; % \/ \/ N g

i
{

FABRICATION

ROOFING NAIL AT 6" O.C. X
' MAX. N

\ CONTINUOUSLY HAND CRIMP ——

HEM OVER CLEAT

INSTALLATION

7 CONTINUOUS CLEAT \
) / 11/4" LONG GALVANIZED STEEL

1/2"

—
Niw




ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL | COPING TESTED RESISTANCE
CONSTRUCTION DETAIL C-1 * 0.040" ALUMINUM UL-11
OUTWARD UPWARD
NRCA UL ES-1 CERTIFICATION 1451BS/SQ. FT.  240LBs./sq.FT. | 2/15/21 REV.
] 2/6/17
18"
MAX *
gu
4

\ 0.040" THICK ALUMINUM

0.050" THICK ALUMINUM 3"
5" MAX /_

o 1a5° \/ N
135
_ ; :%\/ \"7_ 5 3/4"

FABRICATION

>,

/ CONTINUOUS CLEAT \
) 1 1/4" LONG GALVANIZED STEEL

/ ROOFING NAIL AT 6" O.C. \\:

. 11—
' MAX. %

%  CONTINUOUSLY HAND CRIMP

HEM OVER CLEAT

—
N

INSTALLATION




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | COPING TESTED RESISTANCE
CONSTRUCTION DETAIL C-2 * 0.040" ALUMINUM UL-11A
OUTWARD UPWARD
NRCA UL ES-1 CERTIFICATION 1451BS/SQ. FT.  240LBs./sq.FT. | 2/15/21 REV.
] 2/6/17
18"
MAX

DO | —

1"

5" MAX
0.040" THICK ALUMINUM

5" MAX |

)/— 0.050" THICK ALUMINUM ﬁ\ \>/

ﬁ
S

§u
4
45°

FABRICATION

7 CONTINUOUS CLEAT \
) 11/4" LONG GALVANIZED STEEL
/ ROOFING NAIL AT 6" O.C. x\

|

' 1/2"

' MAX. N
\ CONTINUOUSLY HAND CRIMP ———

HEM OVER CLEAT

INSTALLATION

—
Niw




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | COPING TESTED RESISTANCE

24 GA. STEEL
CONSTRUCTION DETAIL C-1 * U L-1 2
® 24 GA. STAINLESS STEEL OUTWARD UPWARD

24 GA. GALVALUME®
NRCA UL ES-1 CERTIFICATION 90LBS./SQ.FT.  150LBS./sq. FT. | 2/15/21 REV.
10/30/15

24"
MAX

\ 24 GA. STEEL, STAINLESS

STEEL OR GALVALUME®

DI |—-—

5" MAX

3" 22 GA. STEEL,
/_ STAINLESS STEEL S
el / OR GALVALUME® 135° \/

FABRICATION

h

/ COPING
‘/ CONTINUOUS CLEAT \
) / 11/4" LONG GALVANIZED STEEL

ROOFING NAIL AT 6" O.C. \\:
' MAX. %
\ CONTINUOUSLY HAND CRIMP

HEM OVER CLEAT

—
N

INSTALLATION




ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL czez/!\NS?EEL TESTED RESISTANCE
CONSTRUCTION DETAIL C-2 « 24 GA. STAINLESS STEEL OUTWARD UPWARD U L'1 2A
e 24 GA. GALVALUME®
NRCA UL ES-1 CERTIFICATION 90 LBS./SQ.FT.  150LBS/sQ.FT. | 2/15/21 REV.
i 10/30/15
24"
MAX *
gu
4

il -~

24 GA. STEEL, STAINLESS g
5" MAX STEEL OR GALVALUME ®
3
5" MAX ]
./' 22 GA. STEEL, \/.=
135 STAINLESS STEEL N

EN[eV]

—W\/ OR GALVALUME® ( < ”
3u
s
45°

FABRICATION

>
i
{

7 CONTINUOUS CLEAT \
) 11/4" LONG GALVANIZED STEEL
/ ROOFING NAIL AT 6" O.C. x\

|

' 1/2"

' MAX. N
\ CONTINUOUSLY HAND CRIMP ———

HEM OVER CLEAT

INSTALLATION

—
Niw




ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL | COPING TESTED RESISTANCE
CONSTRUCTION DETAIL C-1 * 0.050" ALUMINUM UL-13
OUTWARD UPWARD
NRCA UL ES-1 CERTIFICATION 120 LBS./SQ. FT. 200 LBS./sQ. FT. | 2/15/21 REV.
] 2/6/17
24"
MAX *
gu
4

\ 0.050" THICK ALUMINUM

0.063" THICK ALUMINUM 3"
5" MAX /_

yad 135° -
135°

Bl

FABRICATION

/ COPING
/ CONTINUOUS CLEAT \
) 1 1/4" LONG GALVANIZED STEEL
/ ROOFING NAIL AT 6" O.C. \\:
' MAX. %

\ CONTINUOUSLY HAND CRIMP

HEM OVER CLEAT

—
N

INSTALLATION




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | COPING TESTED RESISTANCE
CONSTRUCTION DETAIL C-2 * 0.050" ALUMINUM UL-13A
OUTWARD UPWARD
NRCA UL ES-1 CERTIFICATION 120 LBS/SQ. FT. 200 LBS./sQ.FT. | 2/15/21 REV.
] 2/6/17
24"
MAX

DO | —

1"

5" MAX
0.050" THICK ALUMINUM

5" MAX |

ﬁ 0.063" THICK ALUMINUMﬁ\ \>/

ﬁ
S

§u
4
45°

FABRICATION

7 CONTINUOUS CLEAT \
) 11/4" LONG GALVANIZED STEEL
/ ROOFING NAIL AT 6" O.C. x\

|

' 1/2"

' MAX. N
\ CONTINUOUSLY HAND CRIMP ———

HEM OVER CLEAT

INSTALLATION

—
Niw




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | COPING WITH FLAT DRIP TESTED RESISTANCE

« 24 GA. STEEL
CONSTRUCTION DETAIL C-6 « 24 GA. STAINLESS STEEL OUTWARD UPWARD UL-14
« 24 GA. GALVALUME®

NRCA UL ES1 CERTIFICATION 235LBS./SQ. FT. 390 LBS./sQ. FT. | 2/15/21 REV.
i 10/30/15

12" MAX

B |-—

24 GA. STEEL, STAINLESS
STEEL OR GALVALUME ®

5" MAX
_ 22 GA. STEEL,

STAINLESS STEEL
OR GALVALUME® [
/\450
A B q" >/

3/8"

FABRICATION

~ CONTINUOUS CLEAT

‘/— 1 1/4" LONG GALVANIZED STEEL
~ ROOFING NAIL AT 6" O.C.
|

_ |} ™

! 1 1/2" LONG GALVANIZED STEEL HEX [
HEAD SCREW WITH WASHER AT 18" O.C.

¥ CONTINUOUSLY HAND CRIMP HEM

OVER CLEAT

/— COPING }
1"

INSTALLATION




ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL CgZLNgE‘Q{'TH FLAT DRIP TESTED RESISTANCE
CONSTRUCTION DETAIL C-7 « 24 GA. STAINLESS STEEL UL-14A
« 24 GA. GALVALUME® OUTWARD UPWARD
NRCA UL ES-1 CERTIFICATION 235LBS./SQ. FT. 390 LBS./sQ. FT. | 2/15/21 REV.
i 10/30/15
12" MAX
3.
4

——— 1"
24 GA. STEEL, STAINLESS

STEEL OR GALVALUME ®
5" MAX
22 GA. STEEL,
STAINLESS STEEL
5" MAX OR GALVALUME®
/\450
1" \/
3/8"
FABRICATION
/— COPING }
T CONTINUOUS CLEAT
/— 1 1/4" LONG GALVANIZED STEEL
e ROOFING NAIL AT 6" O.C.
I -
! 1 1/2" LONG GALVANIZED STEEL HEX
HEAD SCREW WITH WASHER AT 18" O.C.
3.
13" MAX
¥ CONTINUOUSLY HAND CRIMP HEM
OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | COPING WITH FLAT DRIP TESTED RESISTANCE
¢ 0.040" ALUMINUM

CONSTRUCTION DETAIL C-6 UL-15

OUTWARD UPWARD

2251BS./SQ. FT. 400 LBS./sQ.FT. | 2/15/21 REV.
NRCA UL ES-1 CERTIFICATION
2/6/17
12" MAX

0.040" THICK ALUMINUM

0.040" THICK ALUMINUM
5" MAX

Nl |[—-—

FABRICATION

/X }

/— CONTINUOUS CLEAT

1 1/4" LONG GALVANIZED STEEL

~ ROOFING NAIL AT 6" O.C.
_ |

>

1 1/2" LONG GALVANIZED STEEL HEX [
HEAD SCREW WITH WASHER AT 18" O.C.

¥ CONTINUOUSLY HAND CRIMP HEM

OVER CLEAT

-
Niw

' MAX.

(€

INSTALLATION




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | COPING WITH FLAT DRIP TESTED RESISTANCE
¢ 0.040" ALUMINUM
CONSTRUCTION DETAIL C-7 UL-15A
OUTWARD UPWARD
2251BS./SQ. FT. 400 LBS./sQ.FT. | 2/15/21 REV.
NRCA UL ES-1 CERTIFICATION
2/6/17
12" MAX

B |-—

——— 1"
Z 0.040" THICK ALUMINUM
" 3"
5 MAX / 0.040" THICK ALUMINUM
5" MAX [ -
J /\45"
1 4
3/8"
FABRICATION
COPING [
/— 1"
T CONTINUOUS CLEAT
/— 1 1/4" LONG GALVANIZED STEEL
_— ROOFING NAIL AT 6" O.C.
| -
' 1 1/2" LONG GALVANIZED STEEL HEX [
HEAD SCREW WITH WASHER AT 18" O.C.
3.
13" MAX.
¥ CONTINUOUSLY HAND CRIMP HEM
OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | COPING WITH FLAT DRIP TESTED RESISTANCE

® 24 GA. STEEL
CONSTRUCTION DETAIL C-6 e 24 GA. STAINLESS STEEL U L'1 6
24 GA. GALVALUME® OUTWARD UPWARD

NRCA UL ES1 CERTIFICATION 150 LBS./SQ. FT. 250 LBS/SQ. FT. | 2/15/21 REV.
i 10/30/15

18" MAX

B |-—

24 GA. STEEL, STAINLESS
STEEL OR GALVALUME®

5" MAX

22 GA. STEEL,
STAINLESS STEEL
2" OR GALVALUME® [

AN
pRE

3/8"

FABRICATION

/— COPING }
1"

~ CONTINUOUS CLEAT

‘/— 1 1/4" LONG GALVANIZED STEEL
~ ROOFING NAIL AT 6" O.C.
|

i 1 1/2" LONG GALVANIZED STEEL HEX [
HEAD SCREW WITH WASHER AT 18" O.C.

CONTINUOUSLY HAND CRIMP HEM
OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL | COPING WITH FLAT DRIP TESTED RESISTANCE

CONSTRUCTION DETAIL C-7

® 24 GA. STEEL

® 24 GA. STAINLESS STEEL

024 GA. GALVALUME® OUTWARD UPWARD

NRCA UL ES-1 CERTIFICATION

150 LBS./SQ. FT. 250 LBS./SQ. FT.

UL-16A

2/15/21 REV.
10/30/15

18" MAX

B |-—

——— 1"
24 GA. STEEL, STAINLESS

STEEL OR GALVALUME @
5" MAX
22 GA. STEEL,
STAINLESS STEEL
5" MAX OR GALVALUME®
/\450
1" \/
3/8"
FABRICATION
/— COPING }
T CONTINUOUS CLEAT
/— 1 1/4" LONG GALVANIZED STEEL
_ ROOFING NAIL AT 6" O.C.
I | -
! 1 1/2" LONG GALVANIZED STEEL HEX
HEAD SCREW WITH WASHER AT 18" O.C.
3.
13" MAX
¥ CONTINUOUSLY HAND CRIMP HEM
OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | COPING WITH FLAT DRIP

TESTED RESISTANCE
CONSTRUCTION DETAIL C-6 * 0.040" ALUMINUM UL-17
OUTWARD UPWARD
NRCA UL ES-1 CERTIFICATION 170L8S/SQFT.  280188/50. FT. | 2/15/21 REV.
2/6/17

18" MAX

0.040" THICK ALUMINUM

0.050" THICK ALUMINUM
5" MAX

Nl |[—-—

FABRICATION

/X }

/— CONTINUOUS CLEAT

1 1/4" LONG GALVANIZED STEEL

~ ROOFING NAIL AT 6" O.C.
_ |

>

1 1/2" LONG GALVANIZED STEEL HEX [
HEAD SCREW WITH WASHER AT 18" O.C.

¥ CONTINUOUSLY HAND CRIMP HEM

OVER CLEAT

-
Niw

' MAX.

(€

INSTALLATION




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | COPING WITH FLAT DRIP

TESTED RESISTANCE
CONSTRUCTION DETAIL C-7 * 0.040" ALUMINUM UL-17A
OUTWARD UPWARD
NRCA UL ES-1 CERTIFICATION 170L8S/SQFT. - 260188/50. FT. | 2/15/21 REV.
2/6/17

18" MAX

B |-—

——— 1"
Z 0.040" THICK ALUMINUM
" 3"
5 MAX / 0.050" THICK ALUMINUM
5" MAX [ -
J /\45"
1 4
3/8"
FABRICATION
COPING [
/— 1"
T CONTINUOUS CLEAT
/— 1 1/4" LONG GALVANIZED STEEL
_— ROOFING NAIL AT 6" O.C.
| -
' 1 1/2" LONG GALVANIZED STEEL HEX [
HEAD SCREW WITH WASHER AT 18" O.C.
3.
13" MAX.
¥ CONTINUOUSLY HAND CRIMP HEM
OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL | COPING WITH FLAT DRIP TESTED RESISTANCE

* 24 GA. STEEL
CONSTRUCTION DETAIL C-6 o 24 GA STAINLESS STEEL UL-18

¢ 24 GA. GALVALUME® OUTWARD UPWARD

NRCA UL ES1 CERTIFICATION 95LBS./SQ.FT. 160 LBS./SQ. FT. | 2/15/21 REV.
i 10/30/15

24" MAX

B |-—

24 GA. STEEL, STAINLESS
STEEL OR GALVALUME®

5" MAX

22 GA. STEEL,
STAINLESS STEEL [

2" OR GALVALUME®
/\450
A B q" >/

3/8"

FABRICATION

/— COPING }
1"

~ CONTINUOUS CLEAT

‘/— 1 1/4" LONG GALVANIZED STEEL
~ ROOFING NAIL AT 6" O.C.
|

i 1 1/2" LONG GALVANIZED STEEL HEX [
HEAD SCREW WITH WASHER AT 18" O.C.

CONTINUOUSLY HAND CRIMP HEM
OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL nglegE‘é\{'TH FLAT DRIP TESTED RESISTANCE
CONSTRUCTION DETAIL C-7 24 GA STAINLESS STEEL UL-18A
« 24 GA. GALVALUME ® OUTWARD UPWARD
NRCA UL ES-1 CERTIFICATION 95LBS./SQ. FT.  160LBS/sQ. FT. | 2/15/21 REV.
i 10/30/15
24" MAX
3u
4

——— 1"
24 GA. STEEL, STAINLESS

STEEL OR GALVALUME ®
5" MAX
22 GA. STEEL,
. STAINLESS STEEL
5" MAX OR GALVALUME®
/\450
1 4
3/8"
FABRICATION
T CONTINUOUS CLEAT
/— 1 1/4" LONG GALVANIZED STEEL
- ROOFING NAIL AT 6" O.C.
_ .
' 1 1/2" LONG GALVANIZED STEEL HEX
HEAD SCREW WITH WASHER AT 18" O.C.
3.
13" MAX
¥ CONTINUOUSLY HAND CRIMP HEM
OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | COPING WITH FLAT DRIP

TESTED RESISTANCE
CONSTRUCTION DETAIL C-6 *0.050" ALUMINUM UL-19
OUTWARD UPWARD
NRA UL £5-1 CERTIFICATION 90LBS./SQ.FT.  150LBS./sq. FT. | 2/15/21 REV.
2/6/17

24" MAX

0.050" THICK ALUMINUM

0.063" THICK ALUMINUM
5" MAX

Nl |[—-—

FABRICATION

/X }

/— CONTINUOUS CLEAT

1 1/4" LONG GALVANIZED STEEL

~ ROOFING NAIL AT 6" O.C.
_ |

>

1 1/2" LONG GALVANIZED STEEL HEX [
HEAD SCREW WITH WASHER AT 18" O.C.

¥ CONTINUOUSLY HAND CRIMP HEM

OVER CLEAT

-
Niw

' MAX.

(€

INSTALLATION




ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL | COPING WITH FLAT DRIP TESTED RESISTANCE
CONSTRUCTION DETAIL C-7 * 0.050" ALUMINUM UL-19A
OUTWARD UPWARD
NRCA UL ES1 CERTIFICATION 90LBS./SQ.FT.  150LBS./sq. FT. | 2/15/21 REV.
i 2/6/17
24" MAX
%..
I i‘
0.050" THICK ALUMINUM
5" MAX /0.063" THICK ALUMINUM 3

5" MAX

LT
i)

3/8"
FABRICATION

COPING
/— 1 "
CONTINUOUS CLEAT V|
‘/— 1 1/4" LONG GALVANIZED STEEL
~ ROOFING NAIL AT 6" O.C.
|

! 1 1/2" LONG GALVANIZED STEEL HEX ﬂ
HEAD SCREW WITH WASHER AT 18" O.C.

¥ CONTINUOUSLY HAND CRIMP HEM

OVER CLEAT

INSTALLATION




THE NRCA ROOFING MANUAL

CONSTRUCTION DETAIL FC-1

NRCA UL ES-1 CERTIFICATION

RAISED PERIMETER EDGE

(FASCIA CAP)

e 24 GA. STEEL

e 24 GA. STAINLESS STEEL
e 24 GA. GALVALUME®

ANSI/SPRI ES-1
TESTED RESISTANCE

170 LBS./SQ. FT.

UL-20
2/15/21 REV.
10/30/15

>
— N

24 GA. STEEL, STAINLESS

8" MAX STEEL OR GALVALUME ®
22 GA. STEEL,
STAINLESS STEEL
OR GALVALUME ®
135°
FABRICATION

>

A_@»
k<
b
X

_%/

1 1/2" LONG GALVANIZED
STEEL HEX HEAD SCREW
WITH WASHER AT 18" O.C.

RAISED PERIMETER
EDGE (FASCIA CAP)

CONTINUOUS CLEAT

1 1/4" LONG GALVANIZED

STEEL ROOFING NAIL AT

6" O.C.

INSTALLATION

CONTINUOUSLY HAND
CRIMP HEM OVER CLEAT




THE NRCA ROOFING MANUAL
CONSTRUCTION DETAIL FC-2

NRCA UL ES-1 CERTIFICATION

RAISED PERIMETER EDGE ANSI/SPRI ES-1
(FASCIA CAP) TESTED RESISTANCE

® 24 GA. STEEL
® 24 GA. STAINLESS STEEL

e 24 GA. GALVALUME® 170 LBS./SQ. FT.

UL-20A

2/15/21 REV.
10/30/15

8" MAX 24 GA. STEEL, STAINLESS
STEEL OR GALVALUME ®

22 GA. STEEL,
STAINLESS STEEL
OR GALVALUME®

135 FABRICATION \{

>

1 1/2" LONG GALVANIZED
STEEL HEX HEAD SCREW
WITH WASHER AT 18" O.C.

RAISED PERIMETER
EDGE (FASCIA CAP)

" MAX.

__%/—

—
NN

CONTINUOUS CLEAT

1 1/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
6" O.C.

CONTINUOUSLY HAND
CRIMP HEM OVER CLEAT

INSTALLATION




RAISED PERIMETER EDGE ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | (FASCIA CAP) TESTED RESISTANCE

CONSTRUCTION DETAIL FC-1 ¢ 0.040" ALUMINUM U L-21

140 LBS./SQ. FT. 2/15/21 REV.
2/6/17

NRCA UL ES-1 CERTIFICATION

\ 0.040" THICK ALUMINUM
/ ¥
0.040" THICK ALUMINUM

8" MAX

R FABRICATION
Y%

1 1/2" LONG GALVANIZED
STEEL HEX HEAD SCREW
WITH WASHER AT 18" O.C.

>

RAISED PERIMETER
EDGE (FASCIA CAP)

CONTINUOUS CLEAT

1 1/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
6" O.C.

A_@»
k<
b
X

CONTINUOUSLY HAND
__% /— CRIMP HEM OVER CLEAT

INSTALLATION




RAISED PERIMETER EDGE ANSI/SPRI ES-1

CONSTRUCTION DETAIL FC-2

NRCA UL ES-1 CERTIFICATION

THE NRCA ROOFING MANUAL | (FASCIA CAP) TESTED RESISTANCE
¢ 0.040" ALUMINUM U L'21 A
140 LBS./SQ. FT. 2/15/21 REV.
2/6/17

8" MAX

>

0.040" THICK ALUMINUM

0.040" THICK ALUMINUM —

FABRICATION

1 1/2" LONG GALVANIZED
STEEL HEX HEAD SCREW
WITH WASHER AT 18" O.C.

RAISED PERIMETER
EDGE (FASCIA CAP)

CONTINUOUS CLEAT

1 1/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
6" O.C.

" MAX.

CONTINUOUSLY HAND
__%/— CRIMP HEM OVER CLEAT

INSTALLATION

—
NN




RAISED PERIMETER EDGE ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | (FASCIA CAP) TESTED RESISTANCE

CONSTRUCTION DETAIL FC-1 ¢ 0.040" ALUMINUM U L-22

230 LBS./SQ. FT. 2/15/21 REV.
2/6/17

NRCA UL ES-1 CERTIFICATION

\ 0.040" THICK ALUMINUM
/ ¥
0.050" THICK ALUMINUM

8" MAX

R FABRICATION
Y%

1 1/2" LONG GALVANIZED
STEEL HEX HEAD SCREW
WITH WASHER AT 18" O.C.

>

RAISED PERIMETER
EDGE (FASCIA CAP)

CONTINUOUS CLEAT

1 1/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
6" O.C.

A_@»
k<
b
X

CONTINUOUSLY HAND
__% /— CRIMP HEM OVER CLEAT

INSTALLATION




RAISED PERIMETER EDGE ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | (FASCIA CAP) TESTED RESISTANCE

CONSTRUCTION DETAIL FC-2 ¢ 0.040" ALUMINUM U L-22A

230 LBS./SQ. FT. 2/15/21 REV.
2/6/17

NRCA UL ES-1 CERTIFICATION

\ 8" MAX
0.040" THICK ALUMINUM

0.050" THICK ALUMINUM —

8" MAX

R FABRICATION
Y%

1 1/2" LONG GALVANIZED
STEEL HEX HEAD SCREW
WITH WASHER AT 18" O.C.

>

RAISED PERIMETER
EDGE (FASCIA CAP)

CONTINUOUS CLEAT

1 1/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
6" O.C.

" MAX.

CONTINUOUSLY HAND
__%/— CRIMP HEM OVER CLEAT

INSTALLATION

—
NN




RAISED PERIMETER EDGE ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | (FASCIA CAP) WITH FLAT DRIP  TESTED RESISTANCE

CONSTRUCTION DETAIL FC-3 « 24 OA STEEL UL-23
24 GA. STAINLESS STEEL
24 GA. GALVALUME® 250 LBS./SQ. FT. 2/15/21 REV.

NRCA UL ES-1 CERTIFICATION 10/30/15

—_— \
;10°
) 22 GA. STEEL,
8" MAX STAINLESS STEEL
OR GALVALUME®

24 GA. STEEL, STAINLESS
/ STEEL OR GALVALUME ® 2"
/\450
E— > 3/8"

FABRICATION

1 1/2" LONG GALVANIZED STEEL
HEX HEAD SCREW WITH
WASHER AT 18" O.C.

RAISED PERIMETER EDGE (FASCIA CAP)

CONTINUOUS CLEAT

1 1/4" LONG GALVANIZED STEEL
ROOFING NAIL AT 6" O.C.

12" MAX. CONTINUOUSLY HAND CRIMP
/ HEM OVER CLEAT

INSTALLATION




THE NRCA ROOFING MANUAL
CONSTRUCTION DETAIL FC-4

NRCA UL ES-1 CERTIFICATION

RAISED PERIMETER EDGE
(FASCIA CAP) WITH FLAT DRIP
e 24 GA. STEEL

e 24 GA. STAINLESS STEEL
24 GA. GALVALUME®

ANSI/SPRI ES-1
TESTED RESISTANCE

250 LBS./SQ. FT.

UL-23A

2/15/21 REV.
10/30/15

L

10

8" MAX

22 GA. STEEL,

STAINLESS STEEL

OR GALVALUME®

FABRICATION

24 GA. STEEL, STAINLESS
STEEL OR GALVALUME®

8" MAX

1 1/2" LONG GALVANIZED STEEL
HEX HEAD SCREW WITH
WASHER AT 18" O.C.

RAISED PERIMETER EDGE (FASCIA CAP)

- —

CONTINUOUS CLEAT

1 1/4" LONG GALVANIZED STEEL
ROOFING NAIL AT 6" O.C.

CONTINUOUSLY HAND CRIMP
HEM OVER CLEAT

INSTALLATION




RAISED PERIMETER EDGE ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL | (FASCIA CAP) WITH FLAT DRIP TESTED RESISTANCE
CONSTRUCTION DETAIL FC-3 «0.040" ALUMINUM U L-24
330 LBS./SQ. FT. 2/15/21 REV.
NRCA UL ES-1 CERTIFICATION 2/6/17
— \

10

8" MAX
0.040" THICK ALUMINUM

0.040" THICK ALUMINUM
/ 2"
iy
T >/

3/8"

- FABRICATION

1 1/2" LONG GALVANIZED STEEL
HEX HEAD SCREW WITH
WASHER AT 18" O.C.

RAISED PERIMETER EDGE (FASCIA CAP)

CONTINUOUS CLEAT

1 1/4" LONG GALVANIZED STEEL
ROOFING NAIL AT 6" O.C.

12" MAX. CONTINUOUSLY HAND CRIMP
/ HEM OVER CLEAT

INSTALLATION

(€




RAISED PERIMETER EDGE ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL | (FASCIA CAP) WITH FLAT DRIP TESTED RESISTANCE
CONSTRUCTION DETAIL FC-4 © 0.040" ALUMINUM U L-24A
330 LBS./SQ. FT. 2/15/21 REV.
NRCA UL ES-1 CERTIFICATION 2/6/17
— \
_ —_—

10

8" MAX 8" MAX

0.040" THICK ALUMINUM

/ 0.040" THICK ALUMINUM
Y

- FABRICATION

1 1/2" LONG GALVANIZED STEEL
HEX HEAD SCREW WITH
WASHER AT 18" O.C.

RAISED PERIMETER EDGE (FASCIA CAP)

CONTINUOUS CLEAT

1 1/4" LONG GALVANIZED STEEL
ROOFING NAIL AT 6" O.C.

12" MAX. CONTINUOUSLY HAND CRIMP
/ HEM OVER CLEAT

INSTALLATION

(€




ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL TESTED RESISTANCE

CONSTRUCTION DETAIL EE-1 FM EE ETDEELD EDGE (A-TYPE) UL-25

e 24 GA. STAINLESS STEEL 210 LBS./SQ. FT.

24 GA. GALVALUME® 2/15/21 REV.

NRCA UL ES-1 CERTIFICATION

10/30/15
I 1" 4
-
45°
\¥ 24 GA. STEEL, STAINLESS
STEEL OR GALVALUME ®
3
8" MAX
22 GA. STEEL, J \/
STAINLESS STEEL 3,
OR GALVALUME® 2
135

——‘ ‘*1"——

ﬁ

FABRICATION

v
™ \ 1 1/4" LONG GALV. STEEL

ROOFING NAILS AT 3" O.C. -
STAGGERED 1/2"

EMBEDDED EDGE
(A-TYPE)

11/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
B 6" 0.C.

| —— CONTINUOUSLY HAND
CRIMP HEM OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL TESTED RESISTANCE

CONSTRUCTION DETAIL EE-2 OEZI\iIEAEIS?'II':I)EELD EDGE (A-TYPE)

e 24 GA. STAINLESS STEEL 210 LBS./SQ. FT.

24 GA. GALVALUME®
NRCA UL ES-1 CERTIFICATION

UL-25A

2/15/21 REV.
10/30/15

| 4u

45°

NI=~

|—1

\; 24 GA. STEEL, STAINLESS

STEEL OR GALVALUME ®

8" MAX \ 22 GA. STEEL,

STAINLESS STEEL
OR GALVALUME®

7" MAX

N
2
i

FABRICATION

ENTH)

NI—=

——‘ ‘*1"——

v
\ 1 1/4" LONG GALV. STEEL

ROOFING NAILS AT 3"
0O.C. - STAGGERED 1/2"

EMBEDDED EDGE
(A-TYPE)

11/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
_ 6" O.C.

| ——— CONTINUOUSLY HAND

CRIMP HEM OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | EMBEDDED EDGE (A-TYPE) TESTED RESISTANCE
CONSTRUCTION DETAIL EE-1 ¢ 0.040" ALUMINUM UL-26

230 LBS./SQ. FT. 2/15/21 REV.

NRCA UL ES-1 CERTIFICATION
2/6/17

1"

45°
\ 0.040" THICK ALUMINUM
0.040" THICK ALUMINUM /

o
it

@

8" MAX

——‘ ‘*1"——

(T

FABRICATION

v
™ \ 1 1/4" LONG GALV. STEEL

ROOFING NAILS AT 3" O.C. -
STAGGERED 1/2"

EMBEDDED EDGE (A-TYPE)

11/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
B 6" 0.C.

| —— CONTINUOUSLY HAND
CRIMP HEM OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | EMBEDDED EDGE (A-TYPE) TESTED RESISTANCE
CONSTRUCTION DETAIL EE-2 ¢ 0.040" ALUMINUM UL-26A

230 LBS./SQ. FT. 2/15/21 REV.

NRCA UL ES-1 CERTIFICATION
2/6/17

| 4u

45°

NI=~

|—1

\—0.040" THICK ALUMINUM

8" MAX \0.040" THICK ALUMINUM

7" MAX

—
w
(3]
NI—=

——‘ ‘*1"——

N
2
i

e \

1 1/4" LONG GALV. STEEL
ROOFING NAILS AT 3"
0O.C. - STAGGERED 1/2"

EMBEDDED EDGE
FABRICATION (A TYPE)

11/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
_ 6" O.C.

| ——— CONTINUOUSLY HAND
CRIMP HEM OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL | EMBEDDED EDGE (A-TYPE) TESTED RESISTANCE
CONSTRUCTION DETAIL EE-1 ¢ 0.040" ALUMINUM U L-27

200 LBS./SQ. FT. 2/15/21 REV.
2/6/17

NRCA UL ES-1 CERTIFICATION

1"

45°

\ 0.040" THICK ALUMINUM

/ 1
0.050" THICK ALUMINUM
8" MAX
>(/
4
135°
v % 1]
\ %- FABRICATION
v
™ \ 1 1/4" LONG GALV. STEEL
ROOFING NAILS AT 3" O.C. -
STAGGERED 1/2"
EMBEDDED EDGE (A-TYPE)
1 1/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
3 6" 0.C.
3u
14 MAX

INSTALLATION




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | EMBEDDED EDGE (A-TYPE) TESTED RESISTANCE
CONSTRUCTION DETAIL EE-2 ¢ 0.040" ALUMINUM U L-27A

200 LBS./SQ. FT. 2/15/21 REV.

NRCA UL ES-1 CERTIFICATION 5/22/14

| 4u

45°

NI=~

|—1

\— 0.040" THICK ALUMINUM

8" MAX \ 0.050" THICK ALUMINUM

7" MAX

—
w
(3]
NI—=

——‘ ‘*1"——

e \

1 1/4" LONG GALV. STEEL
ROOFING NAILS AT 3"
0O.C. - STAGGERED 1/2"

EMBEDDED EDGE
FABRICATION (A TYPE)

11/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
_ 6" O.C.

| ——— CONTINUOUSLY HAND
CRIMP HEM OVER CLEAT

INSTALLATION




THE NRCA ROOFING MANUAL | EMBEDDED EDGE (A-TYPE)

ANSI/SPRI ES-1
TESTED RESISTANCE

CONSTRUCTION DETAIL EE-3

WITH FLAT DRIP

e 24 GA. STEEL

NRCA UL ES-1 CERTIFICATION

e 24 GA. STAINLESS STEEL 390 LBS./SQ. FT.
e 24 GA. GALVALUME®

UL-28
2/15/21 REV.
10/30/15

1u

24 GA. STEEL, STAINLESS
/ STEEL OR GALVALUME®

22 GA. STEEL,

STAINLESS STEEL
OR GALVALUME® _

>\/
FABRICATION S 3/8"

]

v
\ 1 1/4" LONG GALV. STEEL ROOFING

NAILS AT 3" O.C. - STAGGERED 1/2"

EMBEDDED EDGE (A-TYPE)

1 1/4" LONG GALVANIZED STEEL
ROOFING NAIL AT 6" O.C.

CONTINUOUSLY HAND
CRIMP HEM OVER CLEAT

INSTALLATION




WITH FLAT DRIP

ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | EMBEDDED EDGE (A-TYPE) TESTED RESISTANCE

CONSTRUCTION DETAIL EE-4 -
e 24 GA. STEEL U L 28A
e 24 GA. STAINLESS S(gEEL 390 LBS./SQ. FT. 2/15/21 REV
NRCA UL ES-1 CERTIFICATION * 24 GA. GALVALUME '
10/30/15

1u

" MAX

24 GA. STEEL, STAINLESS
/ STEEL OR GALVALUME®

<—1§"—>

7" MAX
22 GA. STEEL,

STAINLESS STER
OR GALVALUME®

/\450

FABRICATION

]

3/8"

v
\ 1 1/4" LONG GALV. STEEL ROOFING

NAILS AT 3" O.C. - STAGGERED 1

EMBEDDED EDGE (A-TYPE)

1 1/4" LONG GALVANIZED STEEL
ROOFING NAIL AT 6" O.C.

CONTINUOUSLY HAND
CRIMP HEM OVER CLEAT

INSTALLATION

/"




ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL | EMBEDDED EDGE (A-TYPE) TESTED RESISTANCE

CONSTRUCTION DETAIL EE-3

WITH FLAT DRIP

¢ 0.040" ALUMINUM

NRCA UL ES-1 CERTIFICATION

390 LBS./SQ. FT.

UL-29
2/15/21 REV.
216/17

1u

45°

/ 0.040" THICK ALUMINUM
8" MAX

0.040" THICK ALUMINUM \

on

>\/
FABRICATION S 3/8"

]

v
\ 1 1/4" LONG GALV. STEEL ROOFING

NAILS AT 3" O.C. - STAGGERED 1/2"

EMBEDDED EDGE (A-TYPE)

1 1/4" LONG GALVANIZED STEEL
ROOFING NAIL AT 6" O.C.

CONTINUOUSLY HAND
CRIMP HEM OVER CLEAT

INSTALLATION




ANSI/SPRI ES-1

EMBEDDED EDGE (A-TYPE)
THE NRCA ROOFING MANUAL TESTED RESISTANCE
WITH FLAT DRIP
CONSTRUCTION DETAIL EE-4 « 0.040" ALUMINUM U L'29A
390 LBS./SQ. FT. 2/15/21 REV.
NRCA UL ES-1 CERTIFICATION 2/6/17

1u

' MAX

<—1§"—>

45°

0.040" THICK ALUMINUM
/ 7" MAX
0.040" THICK ALUMINUM \

/\450

| 15
- FABRICATION 3/8"

%-. "1""
v
\ 1 1/4" LONG GALV. STEEL ROOFING

NAILS AT 3" O.C. - STAGGERED 1/2"

EMBEDDED EDGE (A-TYPE)

1 1/4" LONG GALVANIZED STEEL
ROOFING NAIL AT 6" O.C.

I CONTINUOUSLY HAND
CRIMP HEM OVER CLEAT

INSTALLATION




THE NRCA ROOFING MANUAL TESTED RESISTANCE

ANSI/SPRI ES-1

CONSTRUCTION DETAIL EE-5

EMBEDDED EDGE (L-TYPE
* 24 GA. STEEL ( ) U L-30
* 24 GA. STAINLESS STEEL 210 LBS./SQ. FT.

NRCA UL ES-1 CERTIFICATION

2/15/21 REV.
10/30/15

24 GA. GALVALUME®

yad
135°

/

\ 24 GA. STEEL, STAINLESS I

STEEL OR GALVALUME ®

@

22 GA. STEEL, J — 1
STAINLESS STEEL \/
OR GALVALUME® 3
>\ le
%.. "1""

FABRICATION U K
11/4" LONG GALV. STEEL

ROOFING NAILS AT 3" O.C. -
h STAGGERED 1/2"

EMBEDDED EDGE

11/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
B 6" 0.C.

| —— CONTINUOUSLY HAND
CRIMP HEM OVER CLEAT

INSTALLATION




THE NRCA ROOFING MANUAL

CONSTRUCTION DETAIL EE-5

NRCA UL ES-1 CERTIFICATION

¢ 0.040" ALUMINUM

ANSI/SPRI ES-1

EMBEDDED EDGE (L-TYPE) TESTED RESISTANCE UL 31
230 LBS./SQ. FT. 2/15/21 REV.
2/6/17

8" MAX

yad
135°

\ 0.040" THICK ALUMINUM
0.050" THICK ALUMINUM /

_W\/ FABRICATION
S

/

@

S
1

K 1 1/4" LONG GALV. STEEL

ROOFING NAILS AT 3" O.C. -
STAGGERED 1/2"

EMBEDDED EDGE

1 1/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
6" O.C.

| —— CONTINUOUSLY HAND
CRIMP HEM OVER CLEAT

INSTALLATION




THE NRCA ROOFING MANUAL

CONSTRUCTION DETAIL EE-5

NRCA UL ES-1 CERTIFICATION

EMBEDDED EDGE (L-TYPE)

ANSI/SPRI ES-1
TESTED RESISTANCE

® 24 GA. STEEL
e 24 GA. STAINLESS STEEL
24 GA. GALVALUME®

125 LBS./SQ. FT.

UL-32
2/15/21 REV.
10/30/15

yad
135°

L 24 GA. STEEL, STAINLESS

STEEL OR GALVALUME® -

22 GA. STEEL, J

12" MAX STAINLESS STEEL
OR GALVALUME®

@

Sa¢

10

B § y\/ FABRICATION

pS

N I 6" 0.C.

K 1 1/4" LONG GALV. STEEL

ROOFING NAILS AT 3" O.C. -
STAGGERED 1/2"

EMBEDDED EDGE

1 1/4" LONG GALVANIZED
STEEL ROOFING NAIL AT

INSTALLATION




THE NRCA ROOFING MANUAL

CONSTRUCTION DETAIL EE-5

NRCA UL ES-1 CERTIFICATION

ANSI/SPRI ES-1

¢ 0.050" ALUMINUM

190 LBS./SQ. FT.

UL-33
2/15/21 REV.
216/17

12" MAX

yad
135°

\ 0.050" THICK ALUMINUM
0.063" THICK ALUMINUM /

_W\/ FABRICATION
S

/

@

Sa¢

10

INSTALLATION

K 1 1/4" LONG GALV. STEEL

ROOFING NAILS AT 3" O.C. -
STAGGERED 1/2"

EMBEDDED EDGE

1 1/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
6" O.C.




THE NRCA ROOFING MANUAL

NRCA UL ES-1 CERTIFICATION

FACE EXTENDER

* 24 GA. STEEL

* 24 GA. STAINLESS STEEL
* 24 GA. GALVALUME®

ANSI/SPRI ES-1
TESTED RESISTANCE

210 LBS./SQ. FT.

UL-34
2/15/21 REV.
10/30/15

el
135°

\ 24 GA. STEEL, STAINLESS

STEEL OR GALVALUME®

8" MAX e
22 GA. STEEL,

STAINLESS STEEL
OR GALVALUME®

<

it

_W\/ FABRICATION
5S '

M

I 6" O.C.

INSTALLATION

1 1/4" LONG GALV. STEEL
ROOFING NAILS AT 12" O.C.

EMBEDDED EDGE

1 1/4" LONG GALVANIZED
STEEL ROOFING NAIL AT




THE NRCA ROOFING MANUAL

NRCA UL ES-1 CERTIFICATION

FACE EXTENDER
* 0.040" ALUMINUM

ANSI/SPRI ES-1
TESTED RESISTANCE

220 LBS./SQ. FT.

UL-35
2/15/21 REV.
216/17

8" MAX

el
135°

x 0.040" THICK ALUMINUM
/ i
0.050" THICK ALUMINUM

_W\/ FABRICATION
5S

M

INSTALLATION

1 1/4" LONG GALV. STEEL
ROOFING NAILS AT 12" O.C.

EMBEDDED EDGE

1 1/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
6" O.C.




THE NRCA ROOFING MANUAL
CONSTRUCTION DETAILS

NRCA UL ES-1 CERTIFICATION

RAISED PERIMETER EDGE

(FASCIA CAP)

e 24 GA. STEEL

e 24 GA. STAINLESS STEEL
e 24 GA. GALVALUME®

TESTED RESISTANCE

ANSI/SPRI ES-1

UL-36

190 LBS./SQ. FT.

10/30/15

8" MAX 8" MAX
L 24 GA. STEEL, STAINLESS
STEEL OR GALVALUME®
135 FABRICATION 135
; )

>

/ v
RAISED PERIMETER

EDGE (FASCIA CAP)

METAL CANT/ /
|

CONTINUOUSLY HAND ‘W
CRIMP HEM OVER CLEAT

60° \ 22"

L 22 GA. STEEL,

STAINLESS STEEL
OR GALVALUME®

N4

E N[N

ADHERED SINGLE-PLY
MEMBRANE OVER METAL CANT

/N

1 1/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
6" O.C.

1 1/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
6" O.C.

INSTALLATION

2/15/21 REV.




THE NRCA ROOFING MANUAL

CONSTRUCTION DETAILS

NRCA UL ES-1 CERTIFICATION

RAISED PERIMETER EDGE

(FASCIA CAP)
¢ 0.040 ALUMINUM

TESTED RESISTANCE

ANSI/SPRI ES-1

UL-37

200 LBS./SQ. FT. 2/15/21 REV.

8" MAX

>

/ v
RAISED PERIMETER

EDGE (FASCIA CAP)

METAL CANT/ 1 1/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
6"0.C.

|

N
N

" MAX.

CONTINUOUSLY HAND ‘W
CRIMP HEM OVER CLEAT

5/27/16
3n
_i—.‘

8" MAX

L 0.040" THICK ALUMINUM

FABRICATION

\

135

X

60° \ 22"

L 0.050" THICK ALUMINUM

N4

Bl

ADHERED SINGLE-PLY
MEMBRANE OVER METAL CANT

/N

1 1/4" LONG GALVANIZED
STEEL ROOFING NAIL AT
6" O.C.

INSTALLATION




ANSI/SPRI ES-1

THE NRCA ROOFING MANUAL CSELNSEEL TESTED RESISTANCE
CONSTRUCTION DETAIL C-1 « 24 GA. STAINLESS STEEL U L'38
« 24 GA. GALVALUME ® OUTWARD UPWARD
NRCA UL ES-1 CERTIFICATION 104 LBS./SQ. FT.  180LBS/sQ.FT. | 2/15/21 REV.
i 8/31/17
12" MAX

3.
4

\ 24 GA. STEEL, STAINLESS
STEEL OR GALVALUME® 3"

3" 22 GA. STEEL, —
8" MAX » / STAINLESS STEEL N
OR GALVALUME &

1
e 2

3.

s

/
135°

-V}/ FABRICATION
>z

/ COPING

CONTINUOUS CLEAT

1 1/4" LONG

GALVANIZED STEEL \
ROOFING NAIL AT 6"

O.C.

1 1/2" LONG GALVANIZED

STEEL HEX HEAD SCREW
' WITH WASHER AT 18"
13" MAX. 0O.C.

%\
CONTINUOUSLY HAND

CRIMP HEM OVER
CLEAT

INSTALLATION




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | COPING TESTED RESISTANCE

CONSTRUCTION DETAIL C-1 * 0.040" ALUMINUM
OUTWARD UPWARD

NRCA UL ES-1 CERTIFICATION

127 LBS./SQ. FT. 220 LBS./SQ. FT.

UL-39

2/15/21 REV.
8/31/17

12" MAX

\

INKI B

0.040" THICK ALUMINUM

3/ 0.050" THICK ALUMINUM \y\__
8" MAX
L .

e :

Cx

AN

-

N

FABRICATION

,/— COPING

CONTINUOUS

CLEAT

1 1/4" LONG GALVANIZED \
/ STEEL ROOFING NAIL AT 6"

0O.C.

v

11/2" LONG GALVANIZED
T STEEL HEX HEAD SCREW
WITH WASHER AT 18"
12" MAX. o.C.
/g’;

CONTINUOUSLY HAND
CRIMP HEM OVER
CLEAT

INSTALLATION




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL CSELNSEEL TESTED RESISTANCE
CONSTRUCTION DETAIL C-1 :24 GA. STAINLESS STEEL U L'40
« 24 GA. GALVALUME ® OUTWARD UPWARD
NRCA UL ES-1 CERTIFICATION 98 LBS./SQ.FT.  170LBS/sQ.FT. | 2/15/21 REV.
i 8/31/17
16" MAX
3u
_4
_ 24 GA. STEEL, STAINLESS
STEEL OR GALVALUME® 3"
5" MAX
3" 22 GA. STEEL,
/ STAINLESS STEEL

OR GALVALUME®

N
w
[$)]

o

¥
%

FABRICATION

COPING

)

NI~

CONTINUOUS
CLEAT

1 1/4" LONG GALVANIZED STEEL
ROOFING NAIL AT 6" O.C.

\\

137 MAX 1 1/2" LONG GALVANIZED
4 ’ STEEL HEX HEAD SCREW
1 WITH WASHER AT 18"

ég 0.C.
\ CONTINUOUSLY HAND

CRIMP HEM OVER
CLEAT

INSTALLATION

1ll




ANSI/SPRI ES-1
THE NRCA ROOFING MANUAL | COPING TESTED RESISTANCE
CONSTRUCTION DETAIL C-1 * 0.040" ALUMINUM UL-41
OUTWARD UPWARD
NRCA UL ES-1 CERTIFICATION 144 LBS./SQ. FT. 250 LBS/SQ. FT. | 2/15/21 REV.
8/31/17

16" MAX

DI f=—

0.040" THICK ALUMINUM
5" MAX

FABRICATION

_~— CcoPiNe

CONTINUOUS )
CLEAT 1
ﬁ 1 1/4" LONG GALVANIZED STEEL

ROOFING NAIL AT 6" O.C.

1%-- MAX. 1 1/2" LONG GALVANIZED \
STEEL HEX HEAD SCREW
J— WITH WASHER AT 18"
/g'¥ O.C.
CONTINUOUSLY HAND
CRIMP HEM OVER
CLEAT

INSTALLATION




THE NRCA ROOFING MANUAL

NRCA UL ES-1 CERTIFICATION

SNAP-LOCK FASCIA
¢ 0.050" ALUMINUM

ANSI/SPRI ES-1
TESTED RESISTANCE

130 LBS./SQ. FT.

UL-42

2/15/21 REV.
5/21/19

22 GA.
GALVANIZED
STEEL

SINGLE PLY

FLASHING \_/

=

0.050" THICK ALUMINUM

11/2" LONG S.S.
RING SHANK
ROOF NAIL AT 24"

11/2" LONG S.S. RING
SHANK ROOF NAIL AT 6"
O.C.

]

INSTALLATION

3
17" MAX.

S
i

L

150"

k=

T3

8" MAX

1

FABRICATION

\

Bl

HEM HAND-CRIMPED
3 1/4" AT 30" O.C.




THE NRCA ROOFING MANUAL

NRCA UL ES-1 CERTIFICATION

SNAP-LOCK FASCIA
¢ 0.063" ALUMINUM

ANSI/SPRI ES-1
TESTED RESISTANCE

130 LBS./SQ. FT.

UL-43

2/15/21 REV.
5/21/19

22 GA.
GALVANIZED
STEEL

SINGLE PLY

FLASHING \_/

=

0.063" THICK ALUMINUM

11/2" LONG S.S.
RING SHANK
ROOF NAIL AT 24"

11/2" LONG S.S. RING
SHANK ROOF NAIL AT 6"
O.C.

]

INSTALLATION

3.
17" MAX.

\|

S
i

3%;
Y

150"

8" MAX

1

FABRICATION

\




THE NRCA ROOFING MANUAL

NRCA UL ES-1 CERTIFICATION

SNAP-LOCK FASCIA
24 GA. STEEL

24 GA. STAINLESS STEEL
e 24 GA. GALVALUME®

ANSI/SPRI ES-1
TESTED RESISTANCE

130 LBS./SQ. FT.

UL-44

2/15/21 REV.
5/21/19

24 GA. STEEL, STAINLESS
STEEL OR 24 GA.
GALVALUME ®

22 GA.
GALVANIZED
STEEL

SINGLE PLY
FLASHING \_/

=

11/2" LONG S.S.
RING SHANK
ROOF NAIL AT 24"
O.C.

11/2" LONG S.S. RING
SHANK ROOF NAIL AT 6"
Oo.C.

p

MAX.

INSTALLATION &

S
i

3%;
YA

150"

8" MAX

1

FABRICATION

\
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